
SHINERS CAR WASH SYSTEMS PTY. LTD. 
 

PROGRAMMING INSTRUCTIONS 
 

TIMER 1034S – SnC - V7.35  
 

 
The 1034 Timer has a front reading LED read-out and at the rear a plug input for the 10-
pin plug, plus a switch for the MODE and SET button. 
 
Pressing the MODE switch scroll’s the timer through the various programming menu’s 
available while pressing the SET switch inputs values relevant to the MODE settings. 
 
( Nb: to cancel accumulated time on the timer please press the Set button once for the Bay 
Timers.     
 
Programming Instructions: 
 

1. When first switched on the timer should flash 00:00 (or last programmed price)  
Depress Mode Button and hold until the abbreviation for one of the wash functions 
appears ie BAY, VAC FRAG, SHAM, FVAC, SVAC. To shift between these 
functions press the SET button. 
 
Depress SET button on the function to be programmed ie BAY. 
 

2. Press the MODE button again and the settings Domestic, AUS and International 
will appear. Press SET to set AUS. 

 
3. Press the MODE button again and *01 will appear – this is where the number of the 

bay or vacuum is recorded to permit the SnC system to recognize the bay/vacuum. 
Use the SET button to change this number to the required number. 

 
4. Press MODE again and ‘T’ will appear – use this setting if there is a separate token 

acceptor otherwise leave as 01. 
 

5. Press the MODE switch again and the ‘A’ menu will appear. The ‘A’ menu controls 
the number of coins needed to start the timer i.e. 1 coin. Depress the SET button to 
increase the number of coins required up to a maximum of 20 coins. 

 
6. Press the MODE switch again and the ‘B’ menu will appear and will show 0:00. The 

‘B’ menu controls the number of minutes and seconds that the timer will operate for 
each $1.00 deposited. Press the SET button to advance the number start – the first 0 
will be minutes and the 00 seconds. To move between the minutes and the two sets of 
seconds us the MODE button. 

 



2. 
 

7. Press the MODE switch again and the ‘C’ menu will appear. The ‘C’ menu controls 
the time for each additional $1.00 coin deposited. The timer sets automatically by 
dividing time set on ‘B’ menu by the number of coins in ‘A’ menu. Again use the 
MODE button to move between minutes and seconds and the SET button to 
advance numbers.  

 
8. Press the MODE switch again and the ‘H’ menu will appear. The ‘H’ menu controls 

the number of seconds that the Horn will sound for when one minute remains. Press 
the SET button to advance the number. The horn will not sound if a number is not 
entered. Default is usually set at 10seconds 

 
 

The model 1034 TIMER is relatively simple to use; a simple way to remember the 
functions is: - 
 

• The MODE button moves between menus and the SET button actions what 
is to be programmed. 

 
• The MENU has 5 distinct programming areas namely: - 

 
A: Number of coins to start the Timer. 
 
B: Number of minutes and seconds of Time for one coin deposited. 
 
C: Number of minutes and seconds of Time for each additional coin 
deposited.   
 
H: Seconds of Warning that the Horn Beeps. 
 

   
  

     
 


