
SHINERS CAR WASH SYSTEMS PTY. LTD. 
 

PROGRAMMING INSTRUCTIONS 
 

PBC BOARD 
 

The Push Button Control Board is the link between the press buttons on the external face of 
the Bay Marketing Meter and the wash activity functions. The PBC board is programmed 
to ensure that when a button is pressed i.e. HP Soap, that all necessary plant room 
equipment for this function will be activated. 
 
There are times when the PBC board may need to be checked for operation. To do this 
please use the following procedure. 
 

1. Enter programming code 43210# 
 
2. If successful, the LED lights on the bay door will cease scrolling and the ‘STOP’ 

LED will be permanently lit. 
 

3. If 43210# does not work use 54321#. This code was used on earlier PBC boards. 
 
4. Once in programming mode, use the no. 5 key to scroll through each function 

and 8 key to make any changes to operation of each function ie LP (no MS) or 
HP (with MS). 

 
5. Looking at the PBC board you will notice on the centre left 3 small LED’s 

marked MS (motor starter), AUX 1 and AUX 2. 
 
6. MS will come on for any function utilizing the CAT high-pressure pump. On all 

systems this will be HP Soap and HP Rinse; it may also apply to Pre-Soak and/or 
Wax on some systems.  

 
7. Low Pressure functions do not use any of  MS/AUX1 & AUX2 
 
8. Some systems may also utilize one of the MS and AUX relays on Pre-Soak or 

Wax if the equipment was specified with ‘medium Pressure”. This opens 
solenoids between two pressure regulators on the head of each CAT pump (if 
fitted). 

 
9. Where Medium pressure RO is installed through the CAT 390 pump do not use 

any of MS/AUX1 or AUX2.  
 
10. Once finished, press the # key to take the PBC out of program mode. 
 
11. Insert coins and thoroughly check every function for correct operation. 


